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1.0 INTRODUCTION 

In accordance with the scope of services outlined in the Sikeston Board of Municipal Utilities 

(SBMU) Work Order No. 76 dated April 30, 2026, GREDELL Engineering Resources, Inc. (GER) 

completed a periodic review and update of the 2016 structural stability assessment for the SBMU 

Sikeston Power Station (SPS) Bottom Ash Pond, a coal combustion residual (CCR) surface 

impoundment update as specified under 40 CFR 257.73(f)(3).  The purpose of this assessment 

was to determine if the Bottom Ash Pond was designed, constructed, operated, and maintained 

in a manner consistent with recognized and generally accepted good engineering practices under 

the Federal CCR rule, section (§) 40 CFR 257.73(d).  This report describes GER’s assessment 

for the Bottom Ash Pond and includes the required certification by a qualified professional 

engineer stating the periodic review of the 2026 structural stability assessment was conducted in 

accordance with §257.73(d). 

1.1 40 CFR §257.73(d) Periodic Structural Stability Assessment 

§257.73(d), which requires the initial and periodic review of the initial structural stability 

assessment completed by GER, is provided for reference below. 

(d)(1) The owner or operator of the CCR unit must conduct initial and periodic* structural stability 

assessments and document whether the design, construction, operation, and maintenance of the 

CCR unit is consistent with recognized and generally accepted good engineering practices for the 

maximum volume of CCR and CCR wastewater which can be impounded therein.  The 

assessment must, at a minimum, document whether the CCR unit has been designed, 

constructed, operated, and maintained with: 

(d)(1)(i) Stable foundations and abutments; 

(d)(1)(ii) Adequate slope protection to protect against surface erosion, wave action, and 

adverse effects of sudden drawdown; 

(d)(1)(iii) Dikes mechanically compacted to a density sufficient to withstand the range of 

loading conditions in the CCR unit; 

(d)(1)(iv) Vegetated slopes of dikes and surrounding areas not to exceed a height of six 

inches above the slope of the dike, except for slopes which have an alternate form or 

forms of slope protection; [** SEE COMMENT ON APPLICABILITY AT THE END OF 

SECTION 1.1.] 

(d)(1)(v) A single spillway or combination of spillways configured as specified in 

paragraph (d)(1)(v)(A) of this section.  The combined capacity of all spillways must be 

designed, constructed, operated, and maintained to adequately manage flow during
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 and following the peak discharge from the event specified in paragraph (d)(1)(v)(B) of 

this section. 

(d)(1)(v)(A) All spillways must be either:  

(d)(1)(v)(A)(1) of non-erodible construction and designed to carry sustained 

flows; or 

(d)(1)(v)(A)(2) Earth- or grass-lined and designed to carry short-term, 

infrequent flows at non-erosive velocities where sustained flows are not 

expected. 

(d)(1)(v)(B) The combined capacity of all spillways must adequately manage flow 

during and following the peak discharge from a: 

(d)(1)(v)(B)(1) Probable maximum flood (PMF) for a high hazard potential 

CCR surface impoundment; or 

(d)(1)(v)(B)(2) 1000-year flood for a significant hazard potential CCR 

surface impoundment; or 

(d)(1)(v)(B)(3) 100-year flood for a low hazard potential CCR surface 

impoundment. 

(d)(1)(vi) Hydraulic structures underlying the base of the CCR unit or passing through the 

dike of the CCR unit that maintain structural integrity and are free of significant 

deterioration, deformation, distortion, bedding deficiencies, sedimentation, and debris 

which may negatively affect the operation of the hydraulic structure; and 

(d)(1)(vii) For CCR units with downstream slopes which can be inundated by the pool of 

an adjacent water body, such as a river, stream or lake, downstream slopes that maintain 

structural stability during low pool of the adjacent water body or sudden drawdown of the 

adjacent water body; 

(d)(2) The periodic* assessment described in paragraph (d)(1) of this section must identify any 

structural stability deficiencies associated with the CCR unit in addition to recommending 

corrective measures.  If a deficiency or a release is identified during the periodic assessment, the 

owner or operator unit must remedy the deficiency or release as soon as feasible and prepare 

documentation detailing the corrective measures taken; 
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(d)(3) The owner or operator of the CCR unit must obtain a certification from a qualified 

professional engineer stating that the initial assessment and each subsequent periodic 

assessment was conducted in accordance with the requirements of this section.   

____________________________________________________________________________________ 

* § 257.73(f)(3) For Haz Class, Structural, & Safety factor indicates that the periodic assessments must 
be completed once every five (5) years. 

**COMMENT ON APPLICABILITY OF 40 CFR §257.73(d)(1)(iv):  

**§257.73(d)(1)(iv) was remanded with vacatur by the United States Court of Appeals for 

the District of Columbia Circuit on June 14, 2016.  EPA published a proposed rule in the 

March 15, 2018, Federal Register with the stated intent, among three (3) other items, to 

“determine the requirement for proper height of woody and grassy vegetation for slope 

protection”.  A public hearing on the rule was held in April 2018.  However, EPA’s final rule 

published in the July 30, 2018, Federal Register stated, “In this action, Agency will not be 

taking final action on any of the proposed amendments.  As explained previously, 

provisions from the proposed rule that are not addressed in this action will be addressed 

in a subsequent rule-making action.”  However, there is no public record that a 

“subsequent rule-making action” was ever proposed.  Based on the above information, 

and recollection of the development of CCR requirements since 2016, GER’s 

understanding and conclusion is that the Bottom Ash Pond is currently not subject to the 

maximum vegetation height requirement stipulated in §257.73(d)(1)(iv). 
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2.0 BOTTOM ASH POND DESCRIPTION  

The SPS is located west of the City of Sikeston, south of West Wakefield Avenue, and east of 

Route BB in Scott County, Missouri. The Bottom Ash Pond resides in the southeast portion of the 

SPS property, and directly south of SPS’s coal pile and Fly Ash Pond which has been capped 

and closed. The Bottom Ash Pond occupies approximately 61 acres with a maximum berm 

elevation of 322 feet. Based on an aerial survey conducted by Hampton, Lenzini and Renwick, 

Inc. (HLR) on November 24, 2026, the Bottom Ash Pond has an approximate storage capacity of 

194.3 acre-feet (ac-ft) (8,461,748 cubic feet [ft3]) before water would reach the top of the berm, 

assuming the current water elevation is equal to the Bottom Ash Pond outlet pipe elevation of 

314.5 feet.  From the periodic report from 2021 to the latest aerial drone survey, the estimated 

storage capacity has decreased from 14,500,000 cubic feet to 8,461,748.  In 2021 the normal 

pool water elevation was 318 ft, and the available survey did not include contours under the water 

surface, so GER used their best engineering estimate to locate the top of ash.  The 2024 HLR 

survey included a bathymetric survey to better estimate the top of ash to estimate the approximate 

storage capacity of the bottom ash pond.  

SPS is located at a transition between agricultural and urban areas, and the Bottom Ash Pond is 

located southeast of the main facility. The Bottom Ash Pond is surrounded by agricultural, 

commercial, and residential areas. Residential areas are located approximately 150 feet 

east/southeast of the Bottom Ash Pond. Commercial areas are located approximately 700 feet 

south of the Bottom Ash Pond. The main SPS facility is located to the west/northwest and north 

of the western half of the Bottom Ash Pond. The Fly Ash Pond is located north of the eastern half 

of the Bottom Ash Pond.  Areas to the west and north of the main SPS facility are agricultural 

land. The remaining area around the Bottom Ash Pond is agricultural land. There is City-owned 

property to the east, south, and west of the Bottom Ash Pond. Reference Figure 1 – Aerial 

Overview, for a depiction of the Bottom Ash Pond. 
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3.0 STRUCTURAL STABILITY ASSESSMENT 

The Federal CCR Rule 40 CFR 257.73(d) requires an initial and periodic structural stability 

assessment for existing CCR surface impoundments. Periodic structural stability assessments 

shall be conducted every five (5) years.  Structural stability assessments must document whether 

the design, construction, operation, and maintenance of the CCR surface impoundment is 

consistent with recognized and generally accepted good engineering practices.     

3.1 Foundations and Abutments 

The SPS facility was designed in the 1970s and construction was completed circa 1980.  GER 

reviewed design documents (plans and specifications) and construction records in 2016.  A 

summary of this review may be found on Sikeston Power Station’s website 

(https://www.sikestonpower.com) under the “Scrubber Sludge/Bottom Ash Pond”, “Design 

Criteria” Heading, Hyperlink document named “Bottom Ash History of Construction”, Within the 

document “Appendix C – Historical Construction Specifications (Gredell Engineering 2016c)” is 

the summary of the historical construction specifications.  

The foundation soils for the Bottom Ash Pond consist of existing soils or fills compacted to support 

the finished construction of the Bottom Ash Pond.  Topsoil and soil with unsuitable material were 

stripped to a minimum depth of 6 inches.  The stripped surface was further excavated or filled to 

the desired grades.  The foundation soils beneath the berms of the Bottom Ash Pond consist of 

silty sand (SM) and fine to medium coarse sand (SP) (Geotechnology 2011).   

The foundation soils were designed to be compacted in accordance with the construction 

specifications to a 95 percent (%) maximum density at optimum moisture for silty sands and 70% 

relative density for sands prior to the construction of any features of the Bottom Ash Pond.     

During the August 19, 2026, site visit, no visible changes were observed to the berms and 

abutments, indicating that no change has occurred in the foundation soils.  Also, no modifications 

to the berms or abutments were noted.  Based on this information and referenced prior reports, 

no deficiencies were found during the current review of the assessment of the foundations and 

abutments of the Bottom Ash Pond.  Therefore, no corrective measures are recommended.  

3.2 Slope Protection 

The Bottom Ash Pond has sufficient slope protection on the interior and exterior slopes to protect 

against various methods of erosion which may cause detrimental effects to the berms of the 

Bottom Ash Pond.  The interior slopes of the bottom ash are protected from surface erosion and 

wave action by vegetative growth and riprap.  Aerial photography obtained by Surdex Corporation 

on May 06, 2012, depicted riprap along the interior slopes to an observed water line elevation of 

315 feet).  Aerial photography obtained by Hampton, Lenzini, and Renwick, Inc. (HLR) on 

November 24, 2024, riprap was visible along the side slopes of the northern berm and 

https://www.sikestonpower.com/
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northeastern berm, extending from the top of the berms to a water line elevation of approximately 

314 feet.  No deterioration or modifications to the interior slopes of the berm were noted.  The 

exterior slopes of the Bottom Ash Pond berms are protected from erosion by a hardy, consistent 

grassy vegetative cover.  

No deficiencies were found during the assessment of the slope protection measures for the 

Bottom Ash Pond.  Therefore, no corrective measures are recommended. 

 3.3 Berm Stability 

As stated in the Initial Structural Stability Assessment in 2016: 

The berms of the Bottom Ash Pond were constructed on top of the prepared foundation 

soils.  The berm fill material consists of fine sands and silty sands (SP and SM) 

(Geotechnology 2011).  The berm fill materials were designed to be placed and 

compacted in accordance with the construction specifications to 70 percent relative 

density.  The berms were constructed with 2 horizontal to 1 vertical slopes (2H:1V). The 

design finished top elevation of the berms was 322 feet. 

A global stability evaluation was conducted by Geotechnology in 2011 on the Bottom Ash 

Pond berms provide information on the stability of the berms for decision making 

purposes.  The evaluation included four borings in the berms of the Bottom Ash Pond.  

The standard penetration tests for the borings equates to an average N value of 22 which 

correlates to a medium-dense compaction for the berm material.  An N value of 22 

indicates the berms were mechanically compacted during construction.   

The global stability evaluation, assessed a range of loading conditions in the Bottom Ash 

Pond.  The evaluation was conducted for steady state seepage at normal pool (elevation 

317 feet), steady state seepage at maximum pool (elevation 321.5 feet), and pseudo-static 

conductions for seismic loading (elevation 317 feet).  The calculated factors of safety for 

each condition were determined to be 2.1 (steady state, normal pool) and 1.5 (steady 

state, maximum pool), and 1.3 (pseudo-static, normal pool) (Geotechnology 2011).  A 

factor of safety less than 1 would indicate an unstable condition in the berms. 

Based on the available geotechnical data and analyses of the Bottom Ash Pond, it is 

determined the dikes of the Bottom Ash Pond were mechanically compacted to a density 

sufficient to withstand the range of loading conditions in the CCR unit.  Additionally, no 

evidence has been found or observed that leads Gredell Engineering to believe the 

specifications were not followed. 

Based on an aerial survey conducted by HLR November 24, 2024, the top of berm elevation was 

found to be consistent with a minimum berm elevation of 322.3 feet and a maximum berm 
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elevation of 322.6.  In the beginning months of 2026, during the closing of the Fly Ash Pond (FAP), 

the contractor reinforced the berm road completely around the FAP, including the berm separating 

the FAP from the BAP and a little segment along the northeast edge of the BAP berm road.  The 

contractor reinforced the roads with a geotextile and new road aggregates.  Visual observations 

of the entire top of berm made during a site visit on August 19, 2026, indicate that top of berm 

around the bottom ash pond was well maintained and has not noticeably settled in the past 5 

years.  Random spot elevations were checked along the BAP berm from the HLR aerial survey 

and found the minimum elevation on the top of the berm to be roughly 322.2 feet. 

In the 2021 5-year Bottom Ash Pond - Periodic Structural Stability Assessment, a visual inspection 

of the berms identified an area of saturated soil along the northern berm of the Bottom Ash Pond 

and west of the Fly Ash Pond.  The area was previously identified by SPS personnel as an area 

of persistent wet conditions from rainfall due to the lack of drainage along the toe of the slope of 

the Bottom Ash Pond.  It was also identified by GER in 2016 during the initial Structural Stability 

Assessment and has also been noted annually by GER during annual Bottom Ash Pond 

inspections.  The wet ground conditions have been observed to begin approximately midway on 

the exterior slope of the berm (approximate elevation of 314 feet) and continued to the toe of the 

exterior slope of the berm.  During August 19, 2026, site visit, no wet conditions observed in this 

area.  

Overall, the past 6 to 8 weeks have been dry prior to the August 19, 2026, site visit.  No visible 

flow, erosion or slope movement was observed along the pond berms.  It is noted that Reitz & 

Jens, Inc., GER’s subconsultant, recently observed site conditions and determined that conditions 

did not warrant re-analyzing the stability of a critical section of the Bottom Ash Pond berm using 

an unsaturated condition as a part of this periodic Safety Factor Assessment.  Therefore, the 

calculated minimum Factors of Safety calculated in 2021 exceeded the minimum required by the 

CCR rule (See TAB 3 – Safety Factor Assessment). 

Based on the continued observations, rationale described above and the recent stability analysis, 

the saturated area of the exterior of the northern berm of the Bottom Ash Pond is not considered 

deficient under the rule.  Consistent with recognized and generally accepted good engineering 

practices, as well as observations over the past 11 years by GER, it is recommended that routine 

observation of this area continue.  Should future, observed conditions change (e.g., more 

seepage, soil erosion or movement of the exterior slope), corrective measures should be 

undertaken by SBMU to eliminate or minimize the potential seepage or to stabilize the northern 

berm of the Bottom Ash Pond.  Any future evaluation should recommend appropriate corrective 

measures to stabilize and/or repair the northern berm of the Bottom Ash Pond.  At a minimum, 

future actions should be taken, as required, to maintain the conditions for future routine 

maintenance (i.e., mowing) and ongoing observations. 
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3.4 Maximum Vegetation Height Requirement 

As stated above, §257.73(d)(1)(iv) was remanded with vacatur by the United States Court of 

Appeals for the District of Columbia Circuit on June 14, 2016.  EPA published a proposed rule in 

the March 15, 2018, Federal Register with the stated intent, among three (3) other items, to 

“determine the requirement for proper height of woody and grassy vegetation for slope protection”.  

A public hearing on the rule was held in April 2018.  However, EPA’s final rule published in the 

July 30, 2018, Federal Register stated “In this action, Agency will not be taking final action on any 

of the proposed amendments.  As explained previously, provisions from the proposed rule that 

are not addressed in this action will be addressed in a subsequent rule-making action.”  However, 

there is no public record that a “subsequent rule-making action” was ever proposed.  Based on 

the above information, and recollection of the development of CCR requirements since 2016, 

GER’s understanding and conclusion is that the Bottom Ash Pond is currently not subject to the 

maximum vegetation height of 6-inch restrictions requirement stipulated in §257.73(d)(1)(iv). 

3.5 Spillway Design and Capacity* 

Discharge from the Bottom Ash Pond is through a concrete stop-log structure with dimensions of 

6 feet wide, 11 feet long, and 8.5 feet deep with a top elevation of 322.53 feet (the active spillway).  

The active spillway does not currently utilize stop-logs.  The active discharge pipe is a single, 10-

inch carbon fiber pipe that discharges Bottom Ash Pond effluent into the Process Waste Pond.  

The discharge pipe inlet and outlet invert elevations are 314.53 feet and 304.97 feet, respectively.  

The discharge pipe is routed from the discharge structure to a control valve with an invert elevation 

of approximately 306.3 feet.  The distance from the discharge structure to the control valve is 

approximately 80 feet and the slope of the discharge pipe is approximately 10.3%.  From the 

control valve, the discharge pipe flows to the Process Waste Pond over approximately 1,820 feet 

with a slope of approximately 0.07%.  Average daily and monthly maximum flow rates from the 

Bottom Ash Pond to the Process Waste Pond are reported to be 3.13 million gallons per day 

(MGD) and 8.05 MGD, respectively, as identified in SBMU’s NPDES permit process flow diagram 

revised on June 13, 2025.   

The Bottom Ash Pond was built with a second overflow structure that includes a concrete inlet on 

the north berm of the pond that connects to a 30-inch corrugated metal discharge pipe that flows 

north through the berm and originally discharged into the currently closed Fly Ash Pond.    

However, the overflow structure was removed during the Fly Ash Pond closure project in fall of 

2025.  The berm where the pipe was removed was backfilled with soil, compacted, and topped 

with a geogrid and road aggregate. 

*[The specific information above was primarily taken from the 2016 History of Construction prepared by 

GREDELL Engineering Resources, Inc.  Noted observations are from September 16, 2021.] 
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The hazard potential classification for the Bottom Ash Pond was determined by modeling a worst-

case probable scenario breach of the Bottom Ash Pond Berms and its resulting floodwaters 

impact on the surrounding land using HydroCAD.  The most recent HydroCAD model results are 

found in GER’s TAB 1 - Periodic Hazard Potential Classification Assessment report dated October 

9, 2026.  The most recent HydroCAD model results are summarized below: 

• The Bottom Ash Pond at SPS was classified as Significant Hazard Potential Classification.  

As stated above, §257.73(d)(1)(v)(B)(2) requires the inflow design flood for CCR surface 

impoundments with significant hazard potential classifications to be the 1,000-year flood 

(GREDELL Engineering Resources, Inc., 2016a, 2021a, 2026a).  The 1,000-year flood is 

the volume of runoff generated by the 1,000-year rainfall event for a given location.  The 

1,000-year, 24-hour rainfall event was modeled to determine if the existing Bottom Ash 

Pond and its associated discharge structures are negatively impacted by the discharge 

from the Bottom Ash Pond.  From the National Oceanic and Atmospheric Administration 

(NOAA) Atlas 14, Volume 8, Version 2, the 1,000-year, 24-hour precipitation event for 

Sikeston, Missouri is 12 inches of rainfall. 

• The peak discharge from the combined process wastewater and the 1,000-year flood was 

determined to be 962.2 cubic feet per second (CFS) with a total influent volume of 

2,423,501 ft3 (18.1 MG).  The maximum water elevation in the Bottom Ash Pond from the 

combined influents was determined to be 318.6 feet, 3.4 feet below the top of the Bottom 

Ash Pond berms (elevation 322 feet). 

• The current capacity of the Bottom Ash pond with 61 acres area and 3.4 feet of storage 

are approximately 6,038,281 ft3.  The peak discharge from the Bottom Ash Pond during 

the 1,000-year inflow design flood was determined to be 1.70 CFS (1.0 MGD).    

• The Bottom Ash Pond active discharge pipe has adequate hydrologic and hydraulic 

capacity to manage flow during and following the peak discharge from the inflow design 

flood (1000-yr flood), as required by §257.73(d)(1)(v) (GREDELL Engineering Resources, 

2016b, 2021b).  Therefore, no regulatory or engineering deficiencies were found during 

the assessment of active spillway of the Bottom Ash Pond.  

• The overflow structure (emergency spillway) between the Bottom Ash Pond and the Fly 

Ash Pond was removed from the berm between the two ponds during the Fly Ash Pond 

closure project in the fall of 2025.  In 2016 the overflow structure was deemed deficient 

because it was inoperable due to excess fly ash at the discharge of the 30-inch corrugated 

metal pipe impeding the flow path of water from the Bottom Ash Pond.  The active 

discharge pipe has the capability to manage the flow of the 1000-yr flood storm event.  

Thus, the removal of the overflow structure is not required to maintain the berm from being 

overtopped from a 1000-yr flood storm event. 
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3.6 Structural Integrity of Hydraulic Structures 

As stated above, §257.73(d)(1)(vi) requires the structural integrity of hydraulic structures passing 

through or beneath a CCR surface impoundment to be maintained in a manner to prevent 

conditions which negatively affect the operation of the hydraulic structure. 

3.6.1 Identified Hydraulic Structures  

The Bottom Ash Pond has had multiple hydraulic structures pass through the upper portions of 

the berms and one hydraulic structure passing beneath the CCR surface impoundment.  Since 

the 2021 Periodic Structural Assessment, a couple of these structures were removed due to the 

recent closure of the Fly Ash Pond project in fall of 2025.  Hydraulic structures passing through 

the berms of the Bottom Ash Pond Include: 

• Overflow Structure: Structure was removed during the closure of the Fly Ash Pond project 

in fall of 2025.  The berm was reconstructed, compacted, and surfaced with a geogrid and 

road surface aggregate. 

• Primary Discharge Pipe: 10-inch carbon fiber pipe passing through the northwestern berm 

of the Bottom Ash Pond, discharging into the Process Waste Pond (approximate 314.5 

feet invert elevation). 

• Makeup Water Inlet: Structure was removed during the closure of the Fly Ash Pond project 

in fall of 2025.  The berm was reconstructed, compacted, and surfaced with a geogrid and 

road surface aggregate.   

Multiple hydraulic structures are buried on top of or lie on top of the berm along the interior of the 

Bottom Ash Pond, but do not pass completely through the berms.   

The following pipes are inactive but are laid in concrete lined pipe trenches up the exterior slopes 

near the northwestern corner of the BAP, then along and across the top of the berms to the interior 

of the BAP.  Once within the interior of the Bottom Ash Pond, the pipes are either re-buried or lay 

above grade.  The primary discharge pipe through the northern berm is located above the normal 

water level of the Bottom Ash Pond (approximate elevation 314 feet, observed during site visit on 

August 19, 2026).  

• Bottom Ash Transport Water Inlet: estimated 8 to 10-inch iron pipe (the end of the pipe 

was physically inaccessible for direct measurement) (inactive); 

• Plant Operations Wastewater Inlet: 12-inch iron pipe (inactive);  

• Pipe Trench Sump Discharge Pipe: 4-inch PVC pipe (inactive); 

• Former Transport Water Inlets: Dual, 3-inch iron pipes (inactive); 
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The Bottom Ash Pond was constructed with twin, 2,140-foot-long culverts passing beneath the 

compacted clay liner to convey stormwater in an existing waterway from the eastern side of the 

Bottom Ash Pond to the western side.  The stormwater culverts are located in the same location 

and along the same trajectory as the original Compress Road, which was vacated and removed 

during the construction of the Bottom Ash Pond.  The purpose of the twin stormwater culverts is 

to maintain the gravity flow of off-site stormwater (originating on the east side of the Bottom Ash 

Pond) to the west side of the Bottom Ash Pond, eventually discharging into the Richland Drainage 

Ditch #4 which runs just outside of the west fence of the power plant facility.  The stormwater 

culverts were constructed as continuously reinforced concrete box culverts with inside dimensions 

of 5 feet tall by 8 feet wide for approximately 2,090 feet (measured from the east inlet toward the 

west discharge.  The westernmost 50 feet (+/-) of the stormwater culverts are constructed of oval 

corrugated metal arch-pipe with approximate inside dimensions of 4 feet tall by 6.5 feet wide.  The 

inlet and discharge elevations are recorded as 301.9 feet and 297.7 feet, respectively.   

3.6.2 Structural Integrity of Identified Hydraulic Structures  

Visual observation of each hydraulic structure passing through or beneath the berms of the 

Bottom Ash Pond was completed on August 19, 2026, where visible.  The observations 

considered operating status (active or inactive), structural integrity, significant deterioration and 

deformation, distortion, bedding deficiencies, sedimentation, and debris which may negatively 

impact the operation of the hydraulic structure.  The results of the visual inspection are described 

below. 

• Overflow Structure: The structure was removed during the closure of the Fly Ash Pond 

project in the second half of 2025.  The berm was reconstructed, compacted, and surfaced 

with a geogrid and road surface aggregate.  Vegetation seemed to be dense with no visible 

erosion along the side slopes of the Bottom Ash Pond or the Fly Ash Pond. 

• Active Discharge Structure: The concrete discharge structure that includes the 10-inch 

carbon fiber discharge pipe appeared in good condition with no visual signs of 

deterioration.  Tall and dense vegetation was observed in the structure with roughly 0.5 

feet of stagnant water at the bottom of the structure.  The inlet of the 10-inch discharge 

pipe was on top of the water surface and was not closely observed due to dense 

vegetation in the discharge structure.  The control valve serving the discharge pipe was 

reported to be in good condition in the 2021 report and is reported by plant personnel to 

remain open to allow stormwater precipitation to drain as it accumulates.  Stop logs are 

not used anymore in the concrete discharge structure.   

The discharge of the 10-inch carbon fiber pipe at the processing pond was previously 

noted as moderately deteriorated in the 2021 report and in the 2025 annual inspection 

reports but was not observed during the most recent site visit.  The past deterioration did 

not compromise the operation of the discharge pipe, which is to allow effluent to flow into 
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the process pond in a controlled manner.  The 2025 BAP Annual inspection report 

mentioned no leakage around the discharge structure. 

• Makeup Water Inlet: The 8-inch iron pipe passing through the northeastern berm of the 

Bottom Ash Pond from the Fly Ash Pond was removed during the closure of the Fly Ash 

Pond project in the second half of 2025.  The berm was reconstructed, compacted, and 

surfaced with a geogrid and road surface aggregate.  Vegetation seemed to be dense with 

no visible erosion along the side slopes of the Bottom Ash Pond or the Fly Ash Pond. 

• Bottom Ash Transport Water Inlet (inactive): The bottom ash transport pipe was estimated 

at 8 to 10-inches in diameter.  A portion of the bottom ash transport water pipe is located 

below grade within the northwest portion of the berm after rising from within the concrete 

lined pipe trench.  This pipe has not been active since June 2023.  The discharge end of 

the pipe was 6 feet or more above the current water level in the Bottom Ash Pond and 

was not discharging at the time of observation.  The transport pipe appeared to be in good 

condition within the concrete lined pipe trench and at its discharge location in the Bottom 

Ash Pond.  The concrete lined pipe trench did not appear to show any signs of significant 

deterioration. 

• Plant Operations Wastewater Inlet (inactive): The plant operation’s 12-inch iron inlet pipe 

was observed to be in good condition within the concrete lined pipe trench. The plant 

operation’s wastewater inlet pipe is located below grade within the northwest portion of 

the berm after rising from within the concrete lined pipe trench.  The discharge end of the 

pipe showed signs of slight deterioration due to corrosion.  The deterioration of the 

discharge end of the pipe does not compromise the operation of the inlet pipe because 

this pipe has been inactive since June 2023.   

• Pipe Trench Sump Discharge Pipe (inactive): The pipe trench sump discharge pipe (a 4-

inch PVC pipe that runs along the top of the Bottom Ash Pond berm) was observed to be 

in good condition with no signs of deterioration. The PVC pipe is not located below grade 

at any point along its path within the boundary of the CCR Surface Impoundment.  This 

pipe has been inactive since June 2023.   

• Dual Inactive Transport Water Inlets: The two inactive transport water inlets (3-inch) iron 

pipes are not located below grade at any point along their path, and therefore, were not 

evaluated as part of this periodic structural stability assessment. 

A visual inspection of the dual stormwater culverts located beneath the compacted clay liner of 

the Bottom Ash Pond was conducted in person (inlet and outlet wing walls) and via remote video 

operations for the entire length of the pipes.  Each stormwater culvert was inspected 

independently.  A complete inspection of both stormwater culverts was accomplished.  During the 

inspection there was a constant flow of water originating from the drop inlet located roughly 38 

feet from the inlet side of the stormwater culvert.  A stormwater sump box was installed in the 

recently closed Fly Ash Pond to regulate clean stormwater accumulating in the southern portion 
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of the cell.  The sump pumps clean stormwater from the Fly Ash Pond to the drop inlet in the box 

culvert.  During the August 19 site visit, there was standing water in the southern portion of the 

Fly Ash Pond that was being pumped through the sump and into the box culvert, creating an 

approximate flow depth of 2-inches to 4-inches.  Grass lined channels approaching the inlet of 

the stormwater culverts had no flowing or standing water.  The observed concrete condition of 

both sections of the stormwater culverts was observed to be consistent with the prior video 

inspection in 2021.  The most recent observations are discussed below.   

Sediments and 2-inch to 10-inch aggregates were observed in the western ends of both 

stormwater culverts. Approximately 130 feet of approximately 12-inch-thick sediment by 1 to 2 

feet wide was observed on the north side of the northern stormwater culvert after the transition 

from corrugated metal pipe to the box culvert.  Approximately 400 feet of minor sediment and 2-

inch to 10-inch aggregates were observed in the southern culvert.  On the inlet side of the 

southern stormwater culvert approximately 170 feet has deposits of 2-inch to 10-inch aggregate 

(potentially from the inlet rock apron).  Both stormwater culverts had light, sporadic 3-inch to 12-

inch aggregates throughout the stormwater culvert after the initial deposits of sediment and 

aggregates on the inlets and outlets. 

The continuously reinforced concrete box culvert sections of the stormwater culverts were 

observed to overall be in good condition, except for one observed location of potential buckling.  

The potential buckling is located approximately 230 feet from the outlet end in the north 

stormwater culvert, near the bottom of the north side wall.  An approximate 2-foot by 2-foot square 

in the concrete was bulging out and exposed concrete was observed.  This area seems to be the 

same as in the 2021 video of the box culvert, thus has not gotten any worse than previously 

reported. 

Majority of the surfaces of the concrete sections of the stormwater culverts were visible from the 

inlet and outlet of each culvert except where the bottom of the continuously reinforced concrete 

box culverts was obscured by sediment and aggregate deposits.  Recurring normal concrete 

shrinkage cracking in the top and spread down some of the sides walls of the box for both 

stormwater culverts were observed at regular intervals.  No apparent separation or displacement 

of the concrete was observed.  Minor seepage and calcification were observed at each crack.  

Cracking along the exterior vertical walls of the concrete box culvert was observed.  Where 

cracking was present in the vertical walls, seepage and calcification were present, but heavy flows 

were not observed. 

In the southern stormwater culvert, an approximate 2- to 3-inch PVC pipe is in the top corner on 

the south side of the box that spans from inlet to outlet.  The PVC pipe was observed to be in the 

same condition as the 2021 report except for a small area that had some minor deterioration of 

the PVC pipe, observed approximately 192 feet from the outlet end.  The deterioration created a 

small opening in the PVC pipe; however, no wires or visible flow was observed to be coming out 

of the pipe.  This PVC pipe seems to be inactive.  No deterioration was observed in the concrete 
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along the bottom of the concrete sections of the stormwater culverts where it was visible and not 

obscured by sediments.   

Debris was identified in the concrete sections of the stormwater culvert in the form of random 

individual aggregate (possibly from the riprap at the east inlet), one thin piece of metal (north 

stormwater culvert), and one short (3 to 4 feet long) piece of hose (south stormwater culvert) that 

are presumed to have washed into the culvert during heavy precipitation events.  The observed 

minor shrinkage cracking of the concrete sections of the stormwater culvert does not negatively 

affect the structural integrity nor the operation of the hydraulic structures.  The sediment within 

the concrete section of the stormwater culverts slightly reduces the hydraulic capacity and flow 

velocity within the stormwater culverts.  However, the percentage of the total cross-sectional area 

of the stormwater culverts is less than 10% for the reinforced concrete box culvert sections.  The 

flat topography surrounding the Bottom Ash Pond is not anticipated to result in inundation of the 

Bottom Ash Pond due to the slightly reduced hydraulic capacity of the structure.  Based on the 

past 11 years of observations, the sediment appears to flush out of the culverts during heavy 

precipitation events.  Therefore, the sediment in the stormwater culverts is not considered a 

deficiency.   

One factor in the sedimentation of the stormwater culverts in 2016 was that the bottom elevation 

of the grassed lined channel downstream of the discharge of the stormwater culverts was 

observed to be higher than the invert discharge elevation of the stormwater culverts.  The 

elevation of the grass-lined channel reduces the velocity of water discharging from the stormwater 

culverts, resulting in sedimentation within the culverts.  The bottom elevation of the grass-lined 

channel negatively affects the operation of the stormwater culverts by reducing the discharge 

velocity of stormwater flow from the stormwater culverts.  Therefore, the elevation of the bottom 

of the grass-lined channel was previously identified as a deficiency and we recommended that 

the earthen discharge channel immediately downstream of twin culverts be dug out to create a 

sediment trap and to allow water to freely flow out of the discharge ends of the culverts.  The plant 

implemented the past recommendation, and the sediment trap appeared to allow the culverts to 

‘self-clean’ sediments from the discharge end of the culverts during heavy precipitation events.  

During the recent site visit (2026) the sediment trap was again becoming full of sediment and 

debris (including tires).  Therefore, we recommend that accumulated sediment be removed from 

the last 100 to 200 feet of the earthen discharge channel to allow sediments to hydraulically flush 

out of the western ends of the twin culverts.    

The final approximately 50 feet (2,090 to 2,140 feet) of each stormwater culvert was constructed 

with corrugated metal pipe.  The northern stormwater culvert remains in good condition with 

minimal deterioration.  The southern stormwater culvert remains in good condition except for two 

locations previously noted where seams near the top of the corrugated metal pipe have 

separated. The bituminous lining of both the corrugated metal culverts has deteriorated, and the 

long-term potential is that the metal culverts may continue to deteriorate over time.   The 

separated seams of the southern stormwater culvert are identified as a deficiency. However, it is 
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noted that the approximately 50 feet of corrugated pipe is located outside of the footprint of the 

actual Bottom Ash Pond.  So long-term deterioration of the metal culvert is not expected to cause 

a release from the Bottom Ash Pond.  But the long-term deterioration of the southern metal culvert 

pipe section could result in a significant reduction in the hydraulic capacity of the southern culvert, 

resulting in potential inundation of the culverts. 

Consistent with recognized and generally accepted good engineering practices, it is 

recommended corrective measures be taken to address the deficiencies identified in the hydraulic 

structures passing through or beneath the berms of the Bottom Ash Pond. The identified 

deficiencies and recommended corrective measures are as follows:  

• Repair the separated seams of the corrugated metal pipe section in the southern 

stormwater culvert.   

Previous corrective measures taken following the 2016 Structural Stability Assessment to lower 

the grade of the grass lined channel at the discharge end of the twin culverts was successful in 

allowing the culverts to self-clean during heavy precipitation events.   Therefore, it is again 

recommended that the first 100 feet (minimum) of the grass lined channel be excavated to a depth 

of two (2) feet or more below the discharge elevation of the stormwater culverts to allow complete 

discharge of the stormwater culverts following a rainfall event.  The excavation of the channel will 

also provide a sediment trap for the deposition of sediments in the stormwater flow. 

3.7 Downstream Inundation and Sudden Drawdown  

As stated above, §257.73(d)(1)(vii) requires the structural integrity of the CCR unit shall be 

maintained during low pool of the adjacent water body or sudden drawdown of the adjacent water 

body.  The exterior slopes of the Bottom Ash Pond berms are not subject to inundation by an 

adjacent water body.  Therefore, the structural integrity of the Bottom Ash Pond was not assessed 

for low pool or sudden drawdown of an adjacent water body. 

3.8 Miscellaneous Assessed Site Features 

Various site features which are present in or near the Bottom Ash Pond were assessed in 2021 

for their impact on the structural stability of the Bottom Ash Pond.  Various identified site features 

are as follows:  

• Three electrical manholes were identified along the northern berm of the Bottom Ash 

Pond.  The manholes are reported by SBMU personnel to support the original power 

supply that powered the original scrubber sludge pump station located in the northeast 

corner of the Bottom Ash Pond.  The electrical manholes and the associated electrical 

conduit run parallel to the centerline of the berm, do not pass through the berm and 

therefore are not found to be detrimental to the structural integrity of the Bottom Ash Pond 

Berms. 
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• Three 10-inch iron pipes were identified along the interior of the eastern berm of the 

Bottom Ash Pond. The iron pipes do not penetrate the berms of Bottom Ash Pond.  SPS 

personnel identified the pipes as former aeration lines.  The pipes observed were laid on 

the bottom of the Bottom Ash Pond, as reported by SPS personnel.  The aeration lines 

were connected with a header pipe that ran along the inside of the northern half of the 

east berm.  The aeration system was operated during the early years of operation to treat 

odors but have not been used in recent years and are not anticipated to be used in the 

future.      

• A pit was observed in the deposited CCR materials in the southwest portion of the Bottom 

Ash Pond.  The pit was 50 to 80 feet in horizontal dimension, approximately 10+/- feet 

deep and at least 20 feet inward of the Bottom Ash Pond berms.  The pit was identified by 

SPS personnel as an excavation used to obtain a quantity of CCR materials for off-site 

testing for potential beneficial use.  The pit was not backfilled and had vegetation growing 

around the perimeter.   

These features were observed on August 19, 2026, and were found to be in the same condition 

as found 5 years prior.  No deficiencies or recommendations are noted for these features.
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4.0 RECOMMENDED CORRECTIVE MEASURES SUMMARY  

As stated above, §257.73(d)(2) pertaining to CCR surface impoundments states each periodic 

assessment must identify any structural stability deficiencies associated with the CCR surface 

impoundment and recommend corrective measures.  The one deficiency identified and the 

recommended corrective measure is summarized below: 

• The southern stormwater culvert appears to be in good condition except for two locations 

where seams near the top of the corrugated metal pipe have been damaged and 

separated. The bituminous lining of both the corrugated metal culverts is cracking and 

deteriorating and could no longer function properly.  Therefore, the separated seams of 

the southern stormwater culvert are identified as a CCR rule deficiency. 

 

• GER recommends repairing the separated seams of the southern corrugated metal pipe 

section in the southern stormwater culvert to prevent long-term deterioration of the metal 

pipe sections.  In addition, GER recommends that the first 100 feet (minimum) of the grass 

lined channel (west of the stormwater culvert outlet) to be excavated to a depth of two (2) 

feet or more below the discharge elevation of the stormwater culverts to allow complete 

discharge of the stormwater culverts following a rainfall event.  The excavation of the 

channel will also provide a sediment trap for the deposition of sediments in the stormwater 

flow to allow the stormwater culverts to “self-clean”. 

No other deficiencies were identified in the TAB 2 - 2026 Periodic Structural Stability Assessment 

process. 
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5.0  MISCELLANEOUS REQUIREMENTS 

Section 257.73(g) states that SBMU must comply with: 

• The recordkeeping requirements as specified in 257.105(f); 

• The notification requirements as specified in 257.106(f); and,  

• The Internet requirements as specified in 257.107(f). 
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 APPENDIX A 

Figures 

Figure 1 – Aerial Overview 

Figure 2 – Bottom Ash Pond Features of Interest 
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